











































































 
















 















































 





































James A. Lovell FHCC
3001 Green Bay Road
North Chicago, IL. 60064












 































556-16-002

NRM 556-16-002

REPAIR ROADS and CURBS

CAPTAIN JAMES A. LOVELL F.H.C.C.

NORTH CHICAGO, ILLINOIS
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A

CATCH BASIN REPLACEMENT

and MANHOLE REPAIR LOCATIONS

REMOVE AREA OF DAMAGED PAVING IN PREPARATION FOR

NEW PAVING - INCLUDING ALL UNSOUND SUBGRADE

MATERIAL.

SAW CUT ASPHALT APPROX. 3-4' ON ALL SIDES OF EXISTING

MANHOLE THAT HAS SUNK BELOW EXISTING ASPHALT. REMOVE

ASPHALT AS WELL AS MANHOLE AND SUPPORTING STRUCTURE.

RESET MANHOLE STRUCTURE AND LEVEL WITH EXISTING

ASPHALT USING CONCRETE RINGS OF VARYING SIZING AS

NECESSARY. PROVIDE NEW BASE AS REQUIRED COMPACTED AS

PER SPECIFICATIONS. PROVIDE AND INSTALL NEW ASPHALT AS

REQUIRED PER SPECIFICATIONS.

MILL EXISTING ASPHALT TO REMOVE MINIMUM 3' AT ALL

LOCATIONS AS SHOWN ON DRAWINGS. WHERE BASE IS

EXPOSED AFTER MILLING VERIFY IT IS SOLID AND COMPACTED

PER SPECIFICATIONS  TO EXCEPT NEW ASPHALT. IF ADDITIONAL

EXCAVATION OF UNSUITABLE BASE IS REQUIRED REMOVE TO

SUITABLE MATERIAL AS PER SPECIFICATIONS. PROVIDE,

INSTALL,AND COMPACT NEW BASE AS  REQUIRED PER

SPECIFICATIONS.

DEMOLISH DAMAGED CONCRETE STORM SEWER INLET

COVER & ADJACENT DAMAGED CURBS / SIDEWALK IF REQUIRED.

REPLACE AS REQUIRED PER SPECIFICATIONS. REPLACE ANY

AND ALL CURB, SIDEWALK, or ASPHALT DAMAGED OR REMOVED

DURING DEMO OF INLET.

DEMOLISH DAMAGED CAST IRON STORM DRAIN &

DAMAGED PAVING.  DEMOLISH ADJACENT CURB &

PAVING AS REQUIRED FOR INSTALLATION OF NEW CAST

IRON DRAIN/INLET

Indicates location of Catch Basin to be replaced per specifications.

Number indicates picture located on detail sheet.

Indicates Manhole and possibly supporting structure to be removed and

reset Number indicates picture located on detail sheet.
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